
E2 E2CF Pro3 Pro3 PLUS Forge1 RMF500   

Build Volume 
WxDxH

330x240x240mm 
(Single Extruder)
295x240x240mm 

(Dual Extruder Print)

300x300x300mm 
(Single Extruder)
255x300x300mm 
(Dual Extruder)

300x300x605mm 
(Single Extruder)
255x300x605mm 
(Dual Extruder)

500x500x500mm 
(Normal Printing Mode)

Print Head 
System

IDEX (Independent Dual 
Extruders) Dual-head with Electronic Lifting System IDEX (Independent Dual 

Extruders)
Max. Nozzle 

Temp 300°C 330°C 300°C 330°C

Buildplate Type Flexible Steel Plate with BuildTak Glass Build Plate Spring Steel Plate, Soft 
Magnetic Adsorption

Max. Buildplate 
Temp 110°C 120°C 110°C

Leveling Type Mesh Leveling with Flatness Detection Auto Bed Leveling

Layer Heights 0.1-0.5mm 0.05-0.6mm 0.1-0.25mm -

Machine Size 
WxDxH 607x596x465mm 620x626x760mm 620x626x1105mm 620x626x1390mm 1340x990x2370mm

Net Weight 35.1kg 36.6kg (no Dry 
Boxes) 56.2kg 66.6kg 80.55kg 790kg

Noise When 
Building <50 dB (A) <55 dB (A) -

Alternate 
Nozzle Sizes 0.4, 0.6, 0.8mm 0.2, 0.4, 0.6, 0.8, 1.0mm 0.2, 0.4, 0.6mm 0.4, 0.6mm

Filters HEPA filter with Activated Charcoal - -

Max. Printing 
Speed 150mm/s 350mm/s 150mm/s 500mm/s

Filament 
Sensors Filament Run-Out Sensor -

Connectivity Wi-Fi, LAN, USB port, Live Camera
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